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Release 01

Select specifications for product coding

P27 PRESSURE SWITCH
SPDT - DIN CONNECTOR

≤ 250 V

Setting
Range

Housing
Material

Electrical
Condition

Electrical
Load

Seals

Threads (X1)

* See the attachment caps and connectors 

Customizations

Adjustments (bar)

12V / 100mA
Gold plated

250 Vac / 5A
 48 Vdc / 4A

4 5

SPDT
Contact

S

Diaphragm
Inox

I
EPDMHNBR MVQ

(silicone)
FKM

EH S V

LED DIN Connector EN 175301-803-A
(DIN43650/A) - IP65

Costumized
product

.L0
DIN Connector EN 175301-803-A

(DIN43650/A) - IP65

.E0 .XX

Rising 
Setup

Falling 
Setup

S D

Diaphragm
0.3-1 Bar

Diaphragm
40-80 Bar

Diaphragm
0.5-2 Bar

Diaphragm
50-100 Bar

Diaphragm
1.5-10 Bar

Piston
50-150 Bar

Diaphragm
9-20 Bar

Piston
100-250 Bar

Diaphragm
15-50 Bar

Piston
40-300 Bar

01 0602 0703 0804 0905 10

P27

+-

ADJUSTMENT SCREW

C 1
2 NC

3 
NO

PE

L1

L2

X1

HEX27

PG11

41

Overpressure
limit

Working
pressure

Standard protection
level

L2 Dimension

80 bar
300 bar
600 bar

Brass - Diaphragm
Steel - Diaphragm

Steel - Piston

40 bar
180 bar
450 bar

Operating
temperature

Max
Hysteresis

* See the guide to selection
of diaphragms / seals

15% of full scale value
10% of full scale value

Piston version
Diaphragm version

Brass - Diaphragm
Steel - Diaphragm

Steel - Piston

.E0 DIN Connector EN 175301-803-A
(DIN43650/A) - IP65

* See the attachment caps and connectors

Piston version 68 mm
Diaphragm version 65 mm

Brass Galvanized
Steel

Stainless
Steel 303

Stainless
Steel 316

B Z I W

1/8"BSPT
L1 10 mm

M10x1K
L1 10 mm

1/4"BSPT
L1 12 mm

M12x1.5
L1 12 mm

1/8"BSPP
L1 10 mm

1/8"- 27NPT
L1 10 mm

1/4"BSPP
L1 12 mm

1/4" - 18NPT
L1 12 mm

M10x1
L1 10 mm

00 01 2310 4011 4120 21



PRESSURE SWITCH
SPDT - DIN CONNECTOR

 ≤ 250 V

L1

L2

X1

30x30

PG11

53

ADJUSTMENT
SCREW

PROTECTION 
CAP

Overpressure
limit

Working
pressure

Standard
protection level

L2 Dimension300 bar
600 bar

Brass - Diaphragm
Steel - Piston

180 bar
450 bar

Max
Hysteresis

Operating
temperature

* See the guide to selection
of diaphragms / seals

15% of full scale value
10% of full scale value

Piston version
Diaphragm version

Brass - Diaphragm
Steel - Piston

.E0 DIN Connector EN 175301-803-A
(DIN43650/A) - IP65

* See the attachment caps and connectors

Piston version 55 mm
Diaphragm version 51 mm

MAX L2 Dimension Piston version 69 mm
Diaphragm version 65 mm

Dimension L3 Piston version 70 mm
Diaphragm version 66 mm

L1

L2 MAX

X1

30x30

PG11

53ADJUSTMENT
KNOB

L3

C 3
1 NC

2 
NO

PE

Select specifications for product coding

Setting
Range

Adjustment
option

Type of
Regulation

Electrical
Load

Seals

Threads (X1)

* See the attachment caps and connectors 

Customizations

Adjustments (bar)

Screw Knob

V P

12V / 100mA
Gold plated

250 Vac / 5A
48 Vdc / 4A

4 5

SPDT Contact

S

EPDMHNBR MVQ
(silicone)

FKM

EH S V

DIN Connector EN 175301-803-A 
(DIN43650/A) - IP65

Costumized
product

.E0 .XX

Rising
Setup

Falling
Setup

S D

1/8"BSPT
L1 10 mm

1/4"BSPT
L1 12 mm

1/8"BSPP
L1 10 mm

1/4"BSPP
L1 12 mm

00 01 10 11

Diaphragm
0.3-1 Bar

Diaphragm
40-80 Bar

Diaphragm
0.5-2 Bar

Diaphragm
50-100 Bar

Diaphragm
1.5-10 Bar

Piston
40-150 Bar

Diaphragm
9-20 Bar

Piston
100-250 Bar

Diaphragm
15-50 Bar

Piston
120-300 Bar

01 0602 0703 0804 0905 10

PC3 1. 2. 3. 4. 5. 6. 7. 8.
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Select specifications for product coding

MINIATURIZED PRESSURE SWITCH
SPST - NO

≤ 48 V

Setting
Range

Housing
Material

Electrical
Condition

Electrical
Load

Seals

Threads (X1)

* See the attachment caps and connectors 

Customizations

48 V / 0,2 A

5

Normally
Open

A

NBR

N

Dual Cable
L. 250mm - IP67

.96
Faston Connection 180° - IP00

.95
Faston Connection

- IP00

.F0

Diaphragm
0.5-2.5 Bar

Diaphragm
2.5-4.5 Bar

Diaphragm
4.5-7.0 Bar

01 02 03

PR1

Overpressure
limit

Working
pressure

Standard
protection level

20 barBrass - Diaphragm

10 bar

Operating
temperature

Max
Hysteresis

See the guide to selection
of diaphragms / seals

15% of full scale valueDiaphragm versionBrass - Diaphragm

.95 Faston Connection 180° - IP00
* See the attachment caps and connectors 

Knurled
Brass

Brass SW17

B E

1/8"BSPP
L1 10 mm

1/8"- 27NPT
L1 10 mm

10 40

X1

O-RING

HEX17

FASTON 6.3x0.8 - 180°

FLYING LEADS L.250mm

L1

16

X1

O-RING

L1

16

FASTON 6.3x0.8 - 180°

CONFIGURATION
NORMALLY OPEN
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Select specifications for product coding

Setting
Range

Housing
Material

Electrical
Condition

Electrical
Load

Seals

Threads (X1)

* See the attachment caps and connectors 
Costumized

 product

.XX
Faston Connection - IP00

.F0
Customizations

Diaphragm
0.2-0.5 Bar

Diaphragm
0.5-2 Bar

Diaphragm
2-4 Bar

Diaphragm
3-6 Bar

Diaphragm
5-8 Bar

01 02 03 04 05

Brass Galvanized
Steel

B Z

48V / 0,5A

5

Normally
Open

Normally
Closed

A C

NBR

N

M10x1K
L1 10 mm

M12x1.5
L1 12 mm

M10x1
L1 10 mm

23
M12x1.75
L1 12 mm

23A20 21

PR3E

FIXED SETTING PRESSURE SWITCH
SPST - EARTH RETURN CONTACT

≤ 48 V

Overpressure
limit

Working
pressure

Standard
protection level

20 bar
20 bar

Brass - Diaphragm
Steel - Diaphragm

10 bar
10 bar

Operating
temperature

Max
Hysteresis

* See the guide to selection
 of diaphragms / seals

10% of full scale valueDiaphragm versionBrass - Diaphragm
Steel - Diaphragm

.F0 Faston Connection - IP00
* See the attachment caps and connectors 

PE

CONFIGURATION
NORMALLY CLOSED

PE

CONFIGURATION
NORMALLY OPEN

L1

X1

FASTON 6.3X0.8 

36

HEX22
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Select specifications for product coding

Setting
Range

Housing
Material

Electrical
Condition

Electrical
Load

Seals

Threads (X1)

* See the attachment caps and connectors
Costumized

product

.XX
Faston Connection - IP00

.F0
Customizations

Diaphragm
0.2-0.5 Bar

Diaphragm
0.5-2 Bar

Diaphragm
2-4 Bar

Diaphragm
3-6 Bar

Diaphragm
5-8 Bar

01 02 03 04 05

Brass Galvanized
Steel

B Z

48V / 0,5A

5

Normally
Open

Normally
Closed

A C

NBR

N

M10x1K
L1 10 mm

M12x1.5
L1 12 mm

M10x1
L1 10 mm

23
M12x1.75
L1 12 mm

23A20 21

PR3I

CONFIGURATION
NORMALLY CLOSED

CONFIGURATION
NORMALLY OPEN

L1

X1

29

FASTON 6.3X0.8 

HEX22

FIXED SETTING PRESSURE SWITCH
SPST - ≤ 48 V

Overpressure
limit

Working
pressure

Standard
protection level

20 bar
20 bar

Brass - Diaphragm
Steel - Diaphragm

10 bar
15 bar

Operating
temperature

Max
Hysteresis

See the guide to selection
of diaphragms / seals

10% of full scale valueDiaphragm versionBrass - Diaphragm
Steel - Diaphragm

.F0 Faston Connection - IP00
* See the attachment caps and connectors
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Release 01

Select specifications for product coding

Setting
Range

Housing
Material

Electrical
Condition

Electrical
Load

Seals

Threads (X1)

* See the attachment caps and connectors

Customizations

Adjustments (bar)

Brass Galvanized
Steel

B Z

48V / 0,5 A

5

Normally
Open

A

EPDMHNBR MVQ
(silicone)

FKM

EH S V

Rising
Setup

Falling
Setup

S D

1/8"BSPT
L1 10 mm

M10x1K
L1 10 mm

1/4"BSPT
L1 12 mm

M12x1.5
L1 12 mm

1/8"BSPP
L1 10 mm

1/8"- 27NPT
L1 10 mm

1/4"BSPP
L1 12 mm

1/4" - 18NPT
L1 12 mm

M10x1
L1 10 mm

00 01 2310 4011 4120 21

Diaphragm
0.5-2 Bar

Diaphragm
1-8 Bar

Diaphragm
5-40 Bar

01 02 03

Protection Cap
KT011 - IP54

Faston Connection
IP00

Protection Cap
KT012 - IP65

Costumized
product

.01
Cable L. 250mm

Conn. AMP Superseal
 1.5 2 ways - IP67

.97
Cable L. 250mm

Conn. Deutsch
DT04-2P - IP67

.98
Cable L. 250mm

Conn. Metri-Pack
(MP280) - IP67

.99.F0 .02 .XX

PR4 1. 2. 3. 4. 5. 6. 7. 8.

1.

2.

3.

4.

5.

6.

7.

8.

ADJUSTMENT SCREW

COMPACT PRESSURE SWITCH
SPST - NO

≤ 48 V

HEX24

CONFIGURATION
NORMALLY OPEN

L1

X1

34

 FASTON 6.3X0.8

Overpressure
limit

Working
pressure

Standard 
protection level

80 bar
300 bar

Brass - Diaphragm
Steel - Diaphragm

40 bar
180 bar

Operating
temperature

Max
Hysteresis

See the guide to selection
of diaphragms / seals

10% of full scale valueDiaphragm versionBrass - Diaphragm
Steel - Diaphragm

.F0 Faston Connection - IP00
* See the attachment caps and connectors 



CONFIGURATION
NORMALLY CLOSED

CONFIGURATION
NORMALLY OPEN

PRESSURE SWITCH
SPST - FASTON

≤ 48 V

Overpressure
limit

Working
pressure

Standard
protection level

L2 Dimension

80 bar
300 bar
600 bar

Brass - Diaphragm
Steel - Diaphragm

Steel - Piston

40 bar
180 bar
450 bar

Operating
temperature

Max
Hysteresis

See the guide to selection
 of diaphragms / seals

15% of full scale value
10% of full scale value

Piston version
Diaphragm version

Brass - Diaphragm
Steel - Diaphragm
Steel - Diaphragm

.F0 Faston Connection - IP00
* See the attachment caps and connectors 

Piston version 42 mm
Diaphragm version 39 mm

Select specifications for product coding

Setting
Range

Housing
Material

Electrical
Condition

Electrical
Load

Seals 

Threads (X1)

* See the attachment caps and connectors

Customizations

Adjustments (bar)

Brass Galvanized
Steel

Stainless
Steel 303

Stainless
Steel 316

B Z I W

12V / 50mA
Gold plated

48V / 0,5 A

4 5

Normally
Open

Normally
 Closed

A C

EPDMHNBR MVQ
(silicone)

FKM Stainless
Steel

Diaphragm

EH S V I

Protection Cap
KT011 - IP54

Faston Connection
- IP00

Protection Cap
KT012 - IP65

Costumized
product

.01.F0 .02 .XX

Rising
Setup

Falling
 Setup

S D

1/8"BSPT
L1 10 mm

M10x1K
L1 10 mm

1/4"BSPT
L1 12 mm

M12x1.5
L1 12 mm

1/8"BSPP
L1 10 mm

1/8"- 27NPT
L1 10 mm

1/4"BSPP
L1 12 mm

1/4" - 18NPT
L1 12 mm

M10x1
L1 10 mm

00 01 2310 4011 4120 21

Diaphragm
0.1-1 Bar

Diaphragm
40-80 Bar

Diaphragm
0.2-2 Bar

Diaphragm
50-100 Bar

Diaphragm
1.5-10 Bar

Piston
50-150 Bar

Diaphragm
9-20 Bar

Piston
100-250 Bar

Diaphragm
15-50 Bar

Piston
40-300 Bar

01 0602 0703 0804 0905 10

PR5 1. 2. 3. 4. 5. 6. 7. 8.
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X1

L2

FASTON 6.3 x 0.8 

HEX24

ADJUSTMENT SCREW
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Release 01

Select specifications for product coding

Setting
Range

Housing
Material

Electrical
Condition

Electrical
Load

Seals

Threads (X1)

* See the attachment caps and connectors

Customizations

Adjustments (bar)

Diaphragm
0.1-1 Bar

Diaphragm
40-80 Bar

Diaphragm
0.2-2 Bar

Diaphragm
50-100 Bar

Diaphragm
1.5-10 Bar

Piston
50-150 Bar

Diaphragm
9-20 Bar

Piston
100-250 Bar

Diaphragm
15-50 Bar

Piston
40-300 Bar

01 0602 0703 0804 0905 10

Brass Galvanized
Steel

Stainless
Steel 303

Stainless
Steel 316

B Z I W

12V / 100mA
Gold plated

48V / 0,5 A

4 5

Normally
Open

Normally
Closed

A C

EPDMHNBR MVQ
(silicone)

FKM Stainless
Steel

Diaphragm

EH S V I

Protection Cap
KT011 - IP54

Clamp Connection
IP00

Protection Cap
KT012 - IP65

Costumized
product

.01.M0 .02 .XX

Rising
Setup

Falling
Setup

S D

1/8"BSPT
L1 10 mm

M10x1K
L1 10 mm

1/4"BSPT
L1 12 mm

M12x1.5
L1 12 mm

1/8"BSPP
L1 10 mm

1/8"- 27NPT
L1 10 mm

1/4"BSPP
L1 12 mm

1/4" - 18NPT
L1 12 mm

M10x1
L1 10 mm

00 01 2310 4011 4120 21

PR6 1. 2. 3. 4. 5. 6. 7. 8.

1.

2.

3.

4.

5.

6.

7.

8.

PRESSURE SWITCH
SPST - CLAMPS

≤ 48 V

Overpressure
limit

Working
pressure

Standard
protection level

L2 Dimension

80 bar
300 bar
600 bar

Brass - Diaphragm
Steel - Diaphragm

Steel - Piston

40 bar
180 bar
450 bar

Operating
temperature

Max
Hysteresis

See the guide to selection
of diaphragms / seals

15% of full scale value
 10% of full scale value

Piston version
Diaphragm version

Brass - Diaphragm
Steel - Diaphragm

Steel - Piston

.M0 Clamp Connection - IP00
* See the attachment caps and connectors

Piston version 51 mm
Diaphragm version 48 mm

CONFIGURATION
NORMALLY OPEN

PE

CONFIGURATION
NORMALLY CLOSED

PE

HEX24

PE

ADJUSTMENT SCREW

L1

X1

L2

FASTON WITH
CLAMP
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Release 01

Select specifications for product coding

Setting
Range

Housing
Material

Electrical
Condition

Electrical
Load

Seals

Threads (X1)

* See the attachment caps and connectors

Customizations

Adjustments (bar)

Diaphragm
0.3-1 Bar

Diaphragm
40-80 Bar

Diaphragm
0.5-2 Bar

Diaphragm
50-100 Bar

Diaphragm
1.5-10 Bar

Piston
50-150 Bar

Diaphragm
9-20 Bar

Piston
100-250 Bar

Diaphragm
15-50 Bar

Piston
40-300 Bar

01 0602 0703 0804 0905 10

Brass Galvanized
Steel

Stainless
Steel 303

Stainless
Steel 316

B Z I W

12V / 100mA
Gold Plated

250Vac / 5A
48Vdc / 4A

4 5

Normally
Open

Normally
Closed

A
SPDT Contact

S C

EPDMHNBR MVQ
(silicone)

FKM Stainless 
Steel

 Diaphragm

EH S V I

Protection Cap
KT011 - IP54

Faston Connection IP00 Protection Cap
KT012 - IP65

Costumized 
product

.01.F0 .02 .XX

Rising
Setup

Falling
 Setup

S D

1/8"BSPT
L1 10 mm

M10x1K
L1 10 mm

1/4"BSPT
L1 12 mm

M12x1.5
L1 12 mm

1/8"BSPP
L1 10 mm

1/8"- 27NPT
L1 10 mm

1/4"BSPP
L1 12 mm

1/4" - 18NPT
L1 12 mm

M10x1
L1 10 mm

00 01 2310 4011 4120 21

PR7 1. 2. 3. 4. 5. 6. 7. 8.

1.

2.

3.

4.

5.

6.

7.

8.

PRESSURE SWITCH
SPDT -  GROUND TERMINAL

≤ 250 V

Overpressure
limit

Working
pressure

Standard
protection level

L2 Dimension

80 bar
300 bar
600 bar

Brass - Diaphragm
Steel - Diaphragm

Steel - Piston

40 bar
180 bar
450 bar

Operating
temperature

Max
Hysteresis

See the guide to selection
of diaphragms / seals

15% of full scale value
 10% of full scale value

Piston version
Diaphragm version

Brass - Diaphragm
Steel - Diaphragm

Steel - Piston

  .F0 Faston Connection - IP00
* See the attachment caps and connectors

Piston version 54 mm
Diaphragm version  52 mm

C 1

2 NC

3 NO

PE

L1

X1

L2

FASTON 6.3X0.8

ADJUSTMENT SCREW HEX24
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Release 01

Select specifications for product coding

Setting
Range

Housing
Material

Electrical
Condition

Electrical
Load

Seals

Threads (X1)

* See the attachment caps and connectors
Protection Cap

 KT011 - IP54
Faston Connection

IP00
Protection Cap

KT012 - IP65
Costumized 

product

.01
Cable L. 250mm

Conn. AMP Superseal 
1.5 2 ways - IP67

.97
Cable L. 250mm
Conn. Deutsch 
DT04-2P - IP67

.98
Cable L. 250mm

Conn. Metri-Pack 
(MP280) - IP67

.99.F0 .02 .XX
Customizations

Adjustments (bar)

Diaphragm
0.3-1 Bar

Diaphragm
40-80 Bar

Diaphragm
0.5-2 Bar

Diaphragm
50-100 Bar

Diaphragm
1.5-10 Bar

Pistone
50-150 Bar

Diaphragm
9-20 Bar

Piston
100-250 Bar

Diaphragm
15-50 Bar

Piston
40-300 Bar

01 0602 0703 0804 0905 10

Brass Galvanized
Steel

Stainless
Steel 303

Stainless
Steel 316

B Z I W

12V / 100mA
Gold plated

250 Vac / 5A
48 Vdc / 4A

4 5

Normally
Open

Normally
Closed

A
SPDT Contact

S C

EPDMHNBR MVQ
(silicone)

FKM Stainless
Steel

 Diaphragm

EH S V I

Rising
 Setup

Falling 
Setup

S D

1/8"BSPT
L1 10 mm

M10x1K
L1 10 mm

1/4"BSPT
L1 12 mm

M12x1.5
L1 12 mm

1/8"BSPP
L1 10 mm

1/8"- 27NPT
L1 10 mm

1/4"BSPP
L1 12 mm

1/4" - 18NPT
L1 12 mm

M10x1
L1 10 mm

00 01 2310 4011 4120 21

PR8 1. 2. 3. 4. 5. 6. 7. 8.

1.

2.

3.

4.

5.

6.

7.

8.

C 1

2 NC

3 NO

HEX24

ADJUSTMENT SCREWFASTON 6.3 X 0.8

L1

X1

L2

COMPACT PRESSURE SWITCH
SPDT ≤ 250 V

Overpressure
limit

Working
pressure

Standard
protection level

L2 Dimension

80 bar
300 bar
600 bar

Brass - Diaphragm
Steel - Diaphragm

Steel - Piston

40 bar
180 bar
450 bar

Operating
temperature

Max
Hysteresis

See the guide to selection 
of diaphragms / seals

15% of full scale value
10% of full scale value

Piston version
Diaphragm version

Brass - Diaphragm
Steel - Diaphragm

Steel - Piston

.F0 Faston Connection - IP00
* See the attachment caps and connectors 

Piston version 42 mm
Diaphragm version 39 mm
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Release 01

Select specifications for product coding

Setting
Range

Housing
Material

Electrical
Condition

Electrical
Load

Seals

Threads (X1)

* See the attachment caps and connectors 
Costumized

product

.XX
AMP Superseal Connector

1.5 2 ways -IP67

.S0
Deutsch Connector

DT04-2P - IP67

.D0
Customizations

Adjustments (bar)

Diaphragm
0.3-1 Bar

Diaphragm
40-80 Bar

Diaphragm
0.5-2 Bar

Diaphragm
50-100 Bar

Diaphragm
1.5-10 Bar

Piston
50-150 Bar

Diaphragm
9-20 Bar

Piston
100-250 Bar

Diaphragm
15-50 Bar

Piston
40-300 Bar

01 0602 0703 0804 0905 10

Brass Galvanized
Steel

Stainless
 Steel 303

Stainless
 Steel 316

B Z I W

12V / 100mA
Gold Plated

250Vac / 5A
48Vdc/4A

4 5

Normally
Open

Normally
Closed

A C

EPDMHNBR MVQ
(silicone)

FKM Stainless 
Steel 

Diaphragm

EH S V I

Rising
Setup

Falling
Setup

S D

1/8"BSPT
L1 10 mm

M10x1K
L1 10 mm

1/4"BSPT
L1 12 mm

M12x1.5
L1 12 mm

1/8"BSPP
L1 10 mm

1/8"- 27NPT
L1 10 mm

1/4"BSPP
L1 12 mm

1/4" - 18NPT
L1 12 mm

M10x1
L1 10 mm

00 01 2310 4011 4120 21

PR9 1. 2. 3. 4. 5. 6. 7. 8.

1.

2.

3.

4.

5.

6.

7.

8.

HEX24

L1 L1

X1

L2

DT04-2P

ADJUSTING
1,5MM ALLEN KEY

HEX24

SUPERSEAL
1.5 2 WAY

X1

L2

PRESSURE SWITCH
SPST - INTEGRATED CONNECTOR

≤ 250 V

Overpressure
limit

Pressione
di lavoro

Standard 
protection level

Dimensione L2

80 bar
300 bar
600 bar

Brass - Diaphragm
Steel - Diaphragm

Steel - Piston

40 bar
180 bar
450 bar

Operating
temperature

Max 
Hysteresis

* Vedere la guida alla selezione
delle membrane / tenute

15% of full scale value
10% of full scale value

Piston version
Diaphragm version

Brass - Diaphragm
Steel - Diaphragm

Steel - Piston

IP 67
* See the attachment caps and connectors

Piston version 64 mm
Diaphragm version 61 mm

Version / .S0

Piston version 67 mm
Diaphragm version 64 mm

Version / .D0

CONFIGURATION
NORMALLY CLOSED

CONFIGURATION
NORMALLY OPEN



1.

2.

3.

4.

5.

6.

1. 2. 3. 4. 5. 6.

Overpressure
limit

Max working
pressure

Standard
protection level

L2 Dimension:

Fluid Type

Operating
temperature

Vibor s.r.l. 
Via Grazioli 57
20161 Milano

www.vibor.it
info@vibor.it
T (+39) 02 66 204 556

Release 01

PV1 OPTICAL DIFFERENTIAL PRESSURE INDICATOR
MAGNETIC DRIVE

Working
Logic

Housing
Material

Hex Key

1/2" BSPP
L1 25,5 mm

M20X1,5
 L1 25,5 mm

09 35

Brass

B

(P1-P2) (P2-P1)

A B

PV1

600 bar

450 bar 32,5 mm

Oil Green/Red

Seals 

±10%

5

±10%

8

±10%±15% ±10% ±10%

21,3 2,5 3Adjustments (bar)

FKM

V
NBR

N

Drive type Magnetic

X1

L
1

L
2

P1

P2

HEX

-30°C + 140°C

* Tollerance

Hex 27

1
Hex 30

2

Select specifications for product coding

* L1 Value customizable

Threads (X1)



1.

2.

3.

4.

5.

1. 2. 3. 4. 5. 6. 7. 8.

Vibor s.r.l. 
Via Grazioli 57
20161 Milano

www.vibor.it
info@vibor.it
T (+39) 02 66 204 556

Release 01

Select specifications for product coding

PE3 ELECTRICAL DIFFERENTIAL PRESSURE INDICATOR
MAGNETIC DRIVE - SPST

Electrical Load

Electrical Condition

1/2" BSPP
L1 25,5 mm

M20X1,5
 L1 25,5 mm

09 35

48Vdc / 4A

5
12V / 100 mA

Gold Plated

4

Brass

B

(P1-P2) (P2-P1)

A B

Housing Material

PE3

Overpressure
limit

Working
pressure

Drive Type

Standard
protection level

600 bar

450 bar

Magnetic

Normally
Closed

C
Normally

Open

A

L2 Dimension:

L
1

X1

L
2

P1

P2

HEX

6.

7.

8.

Seals 

* See the attachment caps and connectors

Customizations

Adjustments (bar)
* tolerance

Deutsch Connection
DT04- 2P - IP67

.D
AMP Junior Power Connection

Time - IP65

.J
AMP Superseal Connection

1.5 2 vie -IP67

.S .XX
Costumized

product

±10%

5

±10%

8

±10%±15% ±10% ±10%

21,3 2,5 3

CONFIGURATION
NORMALLY OPEN

CONFIGURATION
NORMALLY CLOSED

(P1-P2) ≥ ΔP

(P2-P1) ≥ ΔP 

A

B

(P1-P2) ≥ ΔP

(P2-P1) ≥ ΔP 

A

B

Fluid Type Oil

Operating
temperature

-30°C + 140°C

AMP Superseal Connection - 1.5 2 vie-IP67
* See the attachment caps and connectors 

Config / .S0 45 mm

50 mm

45 mm

Config / .D0

Config / .J0

Aluminum

A

FKM

V
NBR

N

Threads (X1)

Working
Logic

* L1 Value customizable



1.

2.

3.

4.

5.

1. 2. 3. 4. 5. 6. 7. 8.

Vibor s.r.l. 
Via Grazioli 57
20161 Milano

www.vibor.it
info@vibor.it
T (+39) 02 66 204 556

Release 01

Select specifications for product coding

PE5 ELECTRICAL DIFFERENTIAL PRESSURE INDICATOR
MAGNETIC DRIVE - SPDT

1/2" BSPP
L1 25,5 mm

M20X1,5
 L1 25,5 mm

09 35

48Vdc / 4A

5
12V/ 100 mA
Gold Plated

4

(P1-P2) (P2-P1)

A B

PE5

600 bar

450 bar

SPDT

S

6.

7.

8.

DIN Connector EN 175301-803-A
(DIN43650/A) - IP65

.E0
LED DIN Connector EN 175301-803-A

(DIN43650/A) - IP65

.L0 .XX
Costumized

product

±10%

5

±10%

8

±10%±15% ±10% ±10%

21,3 2,5 3

X1

L
1

L
2

~40

P1

P2

HEX

UNI EN 175301-803
(DIN43650/A)

1

32

ELECTRICAL
CONDITION

A (P1-P2)≥ΔP

B (P2-P1)≥ΔP

-30°C + 140°C

Connection DIN EN 175301-803-A
(DIN43650/A) - IP65

* See the attachment caps and connectors 

Config / .E0 66 mm

66 mmConfig / .L0

FKM

V
NBR

N

Overpressure
limit

Working
pressure

Drive type

Standard
protection level

L2 Dimension:

Fluid Type

Operating
temperature

Magnetic

Oil

Electrical Load

Electrical Condition

Housing Material

Seals 

* See the attachment caps and connectors

Customizations

Adjustments (bar)
* Tolerance

Threads (X1)

Brass

B
Aluminum

A

Working
Logic

* L1 Customizable Value 


